TYPICAL DECK CROSS SECTION

GUARDS REQUIRED IF OVER 30
INCHES ABOVE GRADE ((RCO 312D
GUARD HEIGHT AND [PENING
LIMITATIONS (RCO 312.2, 312.3)

@WGIRDER (RCO 502.5)
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FLASHING (RCO 703.82

HANGERS (RCB 302.6.2>

FLOOR JOISTS SUPPORTED
VERTICALLY WITH JOIST
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SIZE JOISTS (RCO TABLE 502.3.10»

SUPPORT COLUMNS: SPACING AND
SIZE DETERMINED BY ELEVATION
AND TRIBUTARY LOAD

# DECK LEDGER T BAND JOIST
AND FASTENING (RCO 302221, AN

PROVIDE DECK LATERAL LOAD
CONNECTION (RCO S02.2.2.3)

NOTES:

*MIN. DESIGN
40psf.

8" MIN,

FOOTING SIZES (RCO
TABLE 403.5) MIN.
2500 PS{ CONCRETE

OO
e

NAILS

| BU0IST HANGERS SHALL BE
FASTENED WITH APPROVED

TTZTXLLY,

*ALL WOOD SHALL BE
PRESSURE TREATED LUMBER
WITH APPROVED FASTENERS

LIVE LOAD

: TABLE 403.5
MINIMUM FOOTING SIZE FOR DECK FOOTINGSWITHOUT ROOF LOADS
EXTERIOR DECK AND PORCH FOOTING SIZE ININCHES %
- Maximum Tributary Area
Allowed Per Post
Diameter Square {square feel)
8 8x8 4
10 9x9 .22
12 11x1l] 316
14 13x13 428
16 15x15 6
18 I6x16 708
20 1¥x 18 872

a. Based upon 2000 lbs. per square foot seil bearing capacity.
b. Based upon 40 Ibs. per square foot live load and a 10 tbs. per square foot dead load.
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